Assessment of the Effectiveness of a Risk-reduction Measure on Pluvial Flooding and Economic Loss in Eindhoven, the Netherlands  by Sušnik, J. et al.
 Procedia Engineering  70 ( 2014 )  1619 – 1628 
Available online at www.sciencedirect.com
1877-7058 © 2013 The Authors. Published by Elsevier Ltd. Open access under CC BY-NC-ND license. 
Selection and peer-review under responsibility of the CCWI2013 Committee
doi: 10.1016/j.proeng.2014.02.179 
ScienceDirect
12th International Conference on Computing and Control for the Water Industry, CCWI2013 
Assessment of the effectiveness of a risk-reduction measure on 
pluvial flooding and economic loss in Eindhoven, The Netherlands  
J. Sušnika*, C. Strehlb, L.A. Postmesc, L.S. Vamvakeridou-Lyroudiaa, D.A. Savića, 
Z. Kapelana, H.-J. Mälzerb 
aCentre for Water Systems, College of Engineering, Mathematics and Physical Sciences, University of Exeter, Exeter, Devon, EX4 4QF (UK)  
bIWW Rheinisch-Westfälisches Institut für Wasserforschung Gemeinnützige GmbH, Mülheim an der Ruhr, D-45476 (Germany) 
cGreen and Water Department, Municipality of Eindhoven (The Netherlands)  
Abstract 
Cities are increasingly assessing and reducing pluvial flood risk. Quantitative assessment of the effectiveness of risk-reduction 
measures is required. We use hydraulic simulation with GIS-based financial analysis to assess the pluvial flood risk for 
Eindhoven, The Netherlands. Analysis is carried out for four scenarios: two rainfall events, with and without separation of the 
combined sewer-stormwater network. Flooding statistics show how the risk-reduction measure impacts local flooding. 
Financial analysis demonstrates the saving resulting from the risk-reduction measure. Expected annual damage is reduced by c. 
€130,500. City authorities are better equipped in making cost-benefit decisions regarding implementation of pluvial flood risk-
reduction measures.  
© 2013 The Authors. Published by Elsevier Ltd. 
Selection and peer-review under responsibility of the CCWI2013 Committee. 
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1. Introduction 
Many cities throughout Europe are currently facing surface water (pluvial) flooding problems that derive from 
rainfall events causing surcharging of sewer-stormwater networks. It is expected that such surcharging will become 
more frequent throughout Europe in response to climate change and urbanisation (IPCC, 2007; Parry et al., 2007; 
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Madsen et al., 2009; Mailhot and Duchesne, 2010). Potential reasons for more frequent inundation events can 
include outdated sewer-storm water systems and increasing urban area extent (less water infiltrates and larger urban 
populations are putting more stress on the sewer-stormwater networks). Climate change is expected to increase the 
frequency and intensity of rainfall events. This means that more water may fall in a given time period, potentially 
leading to more frequent inundation events, and potentially more flooding damage. Social changes may also have 
an impact. As nations develop, water use per-capita tends to increase, especially for lower income and developing 
countries, as home ownership of appliances such as washing machines and high flow-rate showers increases, 
although the increase in per-capita demand tends to flatten as nations get richer (Duarte et al., 2013).  
Consequently, although not directly significant in terms of flood volume, decreasing waste water flow through the 
separation of waste and storm water sewage networks, can be considered as a risk reduction measure, especially 
taking into account secondary health implications 
The financial implications of more frequent pluvial flood events can be significant. It is estimated that the 
average annual financial cost to Japan as a result of flooding from heavy rainfall is up to $US 10 billion, even with 
a 50-year return period level of protection (Kazama et al., 2009). Similarly, Stern (2006) states that for the UK, 
damage from 'flood losses' (pluvial flooding is not considered as an individual threat) is currently c. 0.1% of UK 
gross domestic product (GDP). Indirect impacts of pluvial flooding also need to be considered. Examples of such 
impacts include lost working hours due to traffic infrastructure disruption (e.g. Saurez et al., 2005)  and health 
impacts to affected residents, particularly if sewer water flows onto streets, especially in the case of combined 
sewers, or if pluvial flood water stands stagnant for a long period of time (Kolsky, 1998). Mental health due to 
stress in the event of flooding can also be affected (Fewtrell and Kay, 2008; Tapsell and Tunstall, 2008), 
potentially impacting on productivity. More seriously are deaths resulting from flooding incidents, although at the 
moment relatively little is known about loss of life due to floods.  
Recently however, there has been a drive across Europe to reduce pluvial flooding situation in urban areas. 
There are many methods currently being considered including, but not limited to: the use of water retention basins 
(e.g. Robinson et al., 2010), the use of green roofs (Stovin et al., 2012), and encouraging water saving and 
recycling activities. Many of these measures fall under the term 'sustainable urban drainage systems' (SUDS; 
CIRIA, 2007, and see Stovin et al. (2012) for a brief introduction. Note that SUDS is a European term. In the US it 
is known as Low Impact Development, while in Australia it is known as Water Sensitive Urban Design). A 
measure that is being considered more frequently is to disconnect the storm water network from the sewer network 
(Semadeni-Davies et al., 2008). This improves both the sewer and storm water capacities, and reduces potentially 
detrimental health impacts when flooding does occur. Many of these pluvial flooding risk reduction measures are 
being written into 'best practice' guides in numerous European countries (e.g. CIRIA, 2007). 
Eindhoven, The Netherlands (Figure 1), is similar to many modern European cities. Gradual expansion on the 
surface (i.e. urban creep) has not been accompanied by suitable expansion and upgrades of the sewer and storm 
water networks. The current storage capacity of the Eindhoven network with respect to storing excess rainfall is 
only c. 10 mm. In addition, much of the current network dates from the 1920s-1970s, and is in the form of a 
combined sewer-storm flow network. As the city has expanded, the current network has become unsuitable, leading 
to more frequent surface water flooding generated from rainfall. This has led to rising financial implications 
because not only are properties flooded more frequently, but more properties are flooded for a given return-period 
flood event. As a result, various options are currently being investigated in Eindhoven in an attempt to reduce the 
extent and depth of pluvial flooding due to rainfall events and as a consequence, to reduce the overall financial loss 
resulting from properties being flooded. This paper presents the quantitative assessment of the effectiveness of a 
specific measure (decoupling of the sewer and storm networks) on flood risk reduction for Eindhoven. A hydraulic 
simulation model is used, coupled with GIS-based financial loss analysis to simulate the pluvial flood risk for the 
city of Eindhoven, with and without the introduction of a specific risk reduction measure. The paper presents the 
development of the model, as collaboration between the city of Eindhoven and the academia, as part of an ongoing 
FP7 EU research project (PREPARED, enabling change, www.prepared-fp7.eu). 
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In addition to modelling pluvial flooding under the two return periods for the baseline scenario, two other model 
simulations were also carried out: implementing a risk reduction measure for both return periods. The particular 
measure is the separation (uncoupling) of the sewer and storm water networks. At present, most of the Eindhoven 
network is a combined sewer-storm water network. There is currently a drive in many countries to separate these 
two systems, and Eindhoven is no different. In fact, some of the city has already been separated, and the city is 
expanding the uncoupling process. In the model simulations, the two networks were hypothetically separated in 
two of the city zones - zones 612 and 615 (see Figure 3), and the impact on pluvial flooding assessed. As a result, 
the impact of the disconnection decreases with increasing distance from the disconnection. The rationale for this is 
that the focus for Eindhoven is re-opening of the river Gender, and therefore the 'zone of influence' (i.e. floodplain) 
of the Gender was used to inform those areas most likely to benefit from disconnection of the sewer-stormwater 
network. 
These results could have direct consequences for pluvial risk reduction decision making in Eindhoven. Table 1 
summarises the simulations that were carried out. 
 Table 1: Summary of the pluvial flooding simulations undertaken. T is the return period simulated.. 
Scenario number Scenario description 
1a T=2 baseline scenario 
1b T=2 disconnection of sewer and stormwater networks 
2a T=10 baseline scenario 
2b T=10 disconnection of sewer and stormwater networks 
 
4. GIS analysis and results 
The results from the pluvial flooding model simulations were exported to GIS format (both vector and raster 
datasets were used) and analysed for a range of flooding statistics. The Eindhoven study area was divided into 109 
city zones (Figure 3) to improve the resolution of results and to make to results more relevant to the Municipality. 
The zones were delineated by the city of Eindhoven, and represent administrative boroughs or districts within the 
city. 
For each simulation and each city zone, the following statistics are presented from the hydraulic flood model 
results: average on-street pluvial flood depth (m); maximum on-street pluvial flood depth (m); average depth of 
flooding for depths > 0.2 m; area flooded (% of zone); number of properties affected (% in zone). The analyses 
were carried out using ArcMap Version 9.3.1. For the average on-street flooding depth, statistics were only 
calculated on model results with depths greater than 0 m. It is noted that damage to cellars is not included in this 
analysis, therefore estimates of loss should be considered to be minimum values. Model depths less than 0 m imply 
that the sewer-storm water network did not surcharge. Average and maximum flood depths were calculated using 
the ArcMap 'zonal statistics' function from a raster dataset. Likewise, flooded area per zone was also only 
calculated based on results greater than 0 m, and was calculated using the 'calculate geometry' function from a 
vector dataset. For the number of properties affected per zone, this was calculated from results with depths greater 
than 0.2 m and a property vector dataset for Eindhoven. It was assumed that due to curbs and house levels being 
raised slightly from the street or pavement level, water depths less than 0.2 m did not enter properties. Using GIS, 
an intersect routine was carried out where the property GIS layer was spatially compared with the layer containing 
flooding results exceeding 0.2 m. Where the two layers intersected, the properties were counted using ArcMap. 
Table 2 presents summary results for the percentage of properties flooded and the percent area flooded for a 
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damage value or zero and the assumed damage does not vary by higher inundation depths as it does in the depth 
damage concept when using depth-damage curves. 
The same approach has been used by Zhou et al. (2012) in a Danish case study for pluvial flooding. They 
assumed a fixed damage amount for each house if flood water reaches the critical threshold of 20 cm (Zhou et al., 
2012). 
For the damage estimation in this paper the threshold method of Stone et al. (2013) was used. As a reference 
figure for the average content value damage (CV; € 935) and the average building damage (BV; € 1406), values 
from Stone et al. (2013), based on a database of the Dutch Association of Insurers have been used here. The 2012 
values have been inflated using an annual inflation of 1.7 %. The 2013 values are therefore: for CV € 951 and for 
BV € 1430. 
 
5.2. Results 
Overall a total of 1465 properties are estimated to be flooded by at least 20 cm within the T=2 baseline scenario 
(1a). Using the threshold method as described above, it can be assumed that property damage reaches € 2.09M and 
content damage reaches € 1.39M. Thus a T=2 pluvial flood causes a total damage of € 3.48M to Eindhoven’s 
properties and property contents (Table 3).  
When using the same calculation scheme on GIS data including the risk reduction measure “disconnection of 
sewer and stormwater networks” this damage declines. Since a total of 1408 properties are flooded within the T=2 
disconnection of sewer and stormwater networks scenario, damage to properties declines to € 2.01M and damage 
to content declines to € 1.33M. So total damage for the scenario 1b is approximately € 3.35M (Table 3). 
The results for scenario 2a and 2b show a greater difference. In the T=10 baseline scenario a total of 37,508 
buildings are flooded. Thus damage to properties reaches € 53.6M and damage to content reaches € 35.6M. The 
total damage for scenario 2a sums up to € 89.2M. In the T=10 disconnection of sewer and stormwater networks 
scenario 37,181 properties are flooded. So damage to properties can be assumed with € 53.1M and damage to 
content with € 35.3M. So the total damage assumption for scenario 2b is € 88.5M (Table 3). 
To sum up this static damage analysis and risk reduction analysis shows a positive risk reduction by the 
measure “disconnection of sewer and stormwater networks” for the T=2 scenario and also for the T=10 scenario. 
This risk reduction amounts to a reduction of damage worth c. € 136,000 for the T=2 and worth c. € 780,000 for 
the T=10 scenario. 
 




Damage to properties 
(€) 
Damage to 
content (€) Total damage (€) 
1a T=2 baseline 1465 2.09M 1.39M 3.48M 
1b T=2 disconnection  1408 2.01M 1.33M 3.35M 
2a T=10 baseline 37508 53.6M 35.6M 89.2M 
2b T=10 disconnection  37181 53.1M 35.3M 88.5M 
In terms of the risk assessment definition given in Section 3, these results are reframed as an expected annual 
damage (EAD), which is estimated by averaging the individual damages across a number of different events (in 
this case the different return periods) using weights based on the return periods. This means that the EAD 
reduction as a result of the risk-reduction measures can also be assessed. For the baseline scenarios, the EAD is 
€10.66M, while for the disconnection scenarios the EAD is €10.525M, an EAD reduction of c. €130,500.   
6. Discussion and Conclusions 
Results from this work indicate that while for most Eindhoven city zones there is little impact when pluvial 
flood risk-reduction measures are implemented, there is considerable impact for some zones (Section 3). While this 
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may not immediately seem like a positive result, when the financial implications are examined, the benefit of such 
risk-reduction measures becomes apparent. Under the T=2 scenarios, the total reduction in damage (i.e. to 
buildings and contents) is c. € 136,000, while under the T=10 events, this increases to c. € 780,000. It is noted that 
this 10-year rainfall event is not modified for climate-change impacts, and it is expected that this event will 
become more frequent in the future. This is the estimated financial saving expected in Eindhoven for every flood 
event of these magnitudes when the flooding depth exceeds 0.2 m. Because these potential savings are made for 
every flood event, and not just once, any cost of implementing the risk-reduction measures will be paid back over 
time. EAD also reduces by c. €130,500 as a result of implementing the risk-reduction measures. 
Therefore, this kind of analysis will allow Eindhoven to choose the most suitable risk-reduction measure in 
terms of a cost-benefit analysis. However, they can also choose by other metrics such as which measure most 
effectively decreases the area flooded in any given flood event. This may also have the effect that insurance 
premiums do not rise so quickly, meaning more people can afford better protection against pluvial flooding.  
While the tangible benefits are obvious (Table 3), other impacts of the risk-reduction measures may not be as 
immediately apparent, buy can be just as important. For example, by reducing the flooded area and depth, it is 
likely that the time that flood water is standing on the surface is also reduced. This can lead to health benefits, as 
stagnant, potentially polluted water is not on streets for so long. Less deep water standing for less time may also 
impact on traffic flows, potentially leading to lower economic losses resulting from people not being able to travel 
to work for example. By reducing the area and depth of flooding, there will be reductions in post-event clean-up 
operations, helping the city council to save money. Our results show that while considerable financial savings can 
be made by implementing risk-reduction measures with respect to pluvial flooding, other non-tangible benefits 
should also be accounted for and considered when a cost-benefit analysis is carried out. 
While this work is a good start, and highlights some of the benefits of carrying out targeted pluvial flood risk 
assessment and the impacts of implementing risk-reduction measures, there is potential for further research. For 
example, here we show results only for four scenarios. Future work will add an additional risk reduction measure 
to each of these return-period simulations, and will add an additional return period, taking the number of scenarios 
to nine. In addition, the financial loss calculations presented here represent a static analysis. Future work will 
incorporate a dynamic financial loss analysis to these results. Finally, we will undertake a full cost-benefit analysis 
with respect to the cost of the risk-reduction measures and the (non-) tangible benefits that they bring to 
Eindhoven. Moreover a stochastic approach is currently being implementing, introducing uncertainty to the model. 
The acceptance of risk-reduction measures by local citizens will also have to be considered. This will then 
ensure that the work is of direct relevance to Eindhoven, who can use it to make better informed decisions 
regarding pluvial risk-reduction measures in the city and the planning process for gradual separation of pluvial and 
waste water sewers. Future work will add a suite of five more scenarios, dynamic financial loss calculations and a 
full cost-benefit analysis. 
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